001-OM-1121-31502W1 


SPRING PIN DRIVINGE 



002-OM-1120-31502W1 


PRESS IN & PUSH OUT PIN 



TYP. 



TYP. 



1.643 


3.663 


1.610 


3.660 




DEPTH 2.016 


TOLERANCES ON: 


1. BREAK ALL SHARP EDGES 


UNLESS OTHERWISE SPECIFIED 


DECIMALS 


.XXX 


.X 


.XX 


.1 



UNLESS OTHERWISE SPECIFIED 


FINISH 


SPEC 


TREAT 


RC 45-50 


DIMENSIONS ARE IN INCHES 


APPROVED 


DRAWN BY: 


DESCRIPTION 


1 
001 


QTY 
PART # 


USED ON MODEL 


PERRITT 


? 




-- 


.01 


.005 


1 
002 


UNDER REVIEW 


URF 19-1088 19.10.29 (VM) 


TOLERANCES ON: 


1. BREAK ALL SHARP EDGES 


UNLESS OTHERWISE SPECIFIED 


DECIMALS 


.XXX 


.X 


.XX 


.1 



UNLESS OTHERWISE SPECIFIED 


FINISH 


SPEC 


TREAT 


HEAT 


DIMENSIONS ARE IN INCHES 


APPROVED 


DRAWN BY: 


DESCRIPTION 


1 
-1 


QTY 
PART # 


USED ON MODEL 


PERRITT 


? 




NOT APPROVED FOR PRODUCTION 


BLACK OXIDE 


.01 


.005 


UNDER REVIEW 


URF 19-1088 19.10.29 (VM) 


? 


PERRITT 


USED ON MODEL 


PART # 
QTY 


-1 
1 


DESCRIPTION 


DRAWN BY: 


CHECKED 


DIMENSIONS ARE IN INCHES 


HEAT 


TREAT 


SPEC 


FINISH 


UNLESS OTHERWISE SPECIFIED 



.1 


.XX 


.X 


.XXX 


DECIMALS 


UNLESS OTHERWISE SPECIFIED 


1. BREAK ALL SHARP EDGES 


TOLERANCES ON: 




NOT APPROVED FOR PRODUCTION 


.01 


.005 


UNDER REVIEW 


URF 19-1088 19.10.29 (VM) 


